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Name your job with the S220.  Digging, loading, pushing, backfi lling, 
hauling, grading, or demolition, this machine is up to the task.  With the 
traditional radius lift path, this machine gives the operator great visibility 
around the machine and rugged durability for tough applications.

Heavy-duty construction, component protection and a superior design. Versatile
Bobcat® skid-steer loaders outperform other machines, maximize uptime and 
deliver more comfort. They’re also the easiest and fastest loader to service.

Smart Cooling
SmartFAN only spins as fast as needed to run quieter and use less power. Exclusive dual-
path cooling is more effi cient and a protected radiator helps you stay in the fi eld longer. 

 • Variable-speed; hydraulically driven
 • Rotates at full speed only when necessary
 • Up to 30% quieter than ordinary cooling fans
 • Enables easier jobsite communication
 •  Dual-path cooling system brings, cool, clean air from above into the engine compartment 

for cleaner, more effi cient operation 
 • Protected radiator, located high between the uprights, protects you from downtime

Go Through More:
A keel-shaped undercarriage improves performance around obstacles and
in muddy conditions. 

 •  Sheds debris to the outside – much like the way a boat slices
through water 

 •  The lowest point of the machine is in the center, increasing
ground clearance by the wheels

 •  Pass over most obstructions and spend more time working
instead of trying to get the machine unstuck 

Toughest Chaincase
No chaincase is tougher than the one found in Bobcat
loaders. Its #120 high-strength chains, the largest and 
strongest in the industry, provide more up time and 
never need adjustment or maintenance. 

 • Virtually maintenance-free
 •  Axle tubes are welded to the frame so the chaincase

never needs adjustment
 • Protected seals never need greasing 
 • Fully sealed bearings 
 •  Keeps working while other loaders are in the shop

being serviced

Bigger and better in almost every respect. Bobcat large frame skid-
steer loaders bring brute strength and high productivity to every job. 
And they still outmaneuver other machines. Get behind the controls 

and work strong, fast and profi tably.

Industrial Grapple

S220

        2,200 lb.             75 hp          7,483 lb.            74 in.       20.7 / 37.0  gpm 

Rated Operating Capacity Turbo Diesel Engine Operating Weight Width Hydraulic Flow

Radius Path
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Working conditions and strenuous jobs don’t stand a chance against 
this monster—with more horsepower, more capacity, more pushing 
power and more drive torque! If you need a heavy-duty loader for 
heavy-duty applications, the S330 is your machine! This loader comes 
standard with a suspension seat for added comfort and 2-speed travel 
for maximum productivity.

The S250 is a great all-around skid-steer loader.  Not only does it 
excel at dirt work and running attachments, but also truck loading 
applications because of its vertical lift path design which gives the 
operator more reach at full height.

Tiller

Trencher

Backhoe

       2,500 lb.             75 hp           7,825 lb.          74 in.       20.7 / 37.0  gpm 

Rated Operating Capacity Turbo Diesel Engine Operating Weight Width Hydraulic Flow

This skid-steer loader offers top-of-the-line performance.  With 
its vertical lift path, increased horsepower and weight, the S300 
is an excellent machine for lifting heavy loads and running high- 
fl ow attachments. 

       3,000 lb.             81 hp           8,268 lb.           74 in.       20.7 / 37.0  gpm 

Rated Operating Capacity Turbo Diesel Engine     Operating Weight Width Hydraulic Flow

        3,300 lb.              85 hp         9,185 lb.           74 in.         20.7 / 37.0  gpm 

Rated Operating Capacity Turbo Diesel Engine Operating Weight Width Hydraulic Flow

S250
Vertical Path

S300
Vertical Path

S330
Vertical Path



More value for your money than any 
other brand in the world!

Choice of Attachments
With all Bobcat loaders, you can count on a 
choice of 70 quick-mounting Bobcat attachments 
to handle any job. The operator can easily replace 
a bucket with a backhoe, pallet fork, landscape 
rake, sweeper, tiller, grapple and many more.

Control Options for Bobcat Loaders
Bobcat Standard Controls
The Original...

Dual steering levers control the drive functions, 
while dual foot pedals control the loader lift 
and tilt. We invented this control style over 
50 years ago, and it’s still one of the most 
popular styles today.

Selectable Joystick Controls (SJC)
It’s all in the hands...

These low-effort joysticks 
allow the operator to control 
all machine functions with 
your hands. This state-of-
the-art system is also loaded 
with exclusive features:

Speed Management 
Horsepower Management 
Foot Throttle
Fingertip Switches
Selectable Control Pattern – Can select ISO or 
H-Pattern hand controls at the fl ip of a switch .

Advanced Control System (ACS)
Two control styles in one machine...

With these control options, the operator can 
choose between Bobcat controls and H-pattern 
hand controls — at the fl ip of a switch.

Stump Grinder

Seeder

Laser-guided Grader

Exclusive Bob-Tach™ SystemToughest Chaincase
For fast, secure attachment 
changes. Bob-Tach frame 
moves into attachment 
fl ange handle pushes down 
easily, pressing wedge 
through frame and 
attachment hole for 
solid connection. 
Power Bob-TachTM Mounting 
System available!

Belt Drive Advantage Serviceability
Bobcat serviceability is unsurpassed. Simply open 
the swing-out tailgate for full access to the engine’s 

checks and fi lls, fi lters 
and battery. And unlike 
other brands, the lift 
arms need not be 
raised to service the 
machine. Shop time 
is spent repairing, not 
gaining access.

Bobcat® loader hydraulics are powered by our 
exclusive belt drive system that allows the pump 
to turn faster than the engine. In addition:  

• One-side serviceability of all routine maintenance  
 points due to a transversely-mounted engine.
• A quieter engine with a    
 longer service life.  
• Minimal maintenance with 
 spring loaded idlers that 
 maintain belt tension.
• 3-Year Belt Warranty

SmartFAN Cooling Engine and Hydraulic Systems 
Monitor with Shutdown

This system monitors vital 
machine functions, such as engine 
coolant temperature, oil pressure 
and hydraulic oil temperature. If a 
monitored function is out of normal 
operating range, the system provides an audible 
alert, a warning message and, depending on 
the severity of the function, will shut down the 
machine to avoid catastrophic failure.  

Engine 
Oil 

Hydraulic Oil 

Engine Coolant 

 

Aceite de 
motor

Aceite hidráulico

Enfriador de motor

The best chaincase in 
the industry! Virtually 
maintenance-free, 
chains never need 
adjustment – and the 
protected axle seals 
never need greasing!

Breaker

With the new variable-speed cooling fan, Bobcat 
loaders use less power – and it’s up to 
30% quieter 
than ordinary 
cooling fans. 
The exclusive 
Bobcat dual path 
cooling system 
brings clean, cool air from above, through the 
engine and hydraulic coolers, mixes it with 
engine compartment air, then exhausts it out 
two side vents.



Bobcat Engineering sets the standard 
for operator-friendly performance! 

High-visibility front door includes 
wiper and washer. The cab enclosure 
with top, rear and side windows, will  
seal the cab for effi cient use of heater 
or the air conditioning option.

Cab Enclosure

State-of-the-art instrument panels provide dozens of operational features, diagnostics and monitoring. Optional deluxe instrument panel 
includes keyless start security system, feature lockouts, digital time and job clocks, multi-language display, even a “help” menu.

Right Side Optional DeluxeRight Side StandardLeft Side Standard

Instrument panels

Operator Space and Comfort
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S220 S250 S300 S330
A 156.6 in. (3978 mm) 160.6 in. (4079 mm) 160.6 in. (4079 mm) 162.4 in. (4125 mm)

B 80.9 in. (2055 mm) 80.9 in. (2055 mm) 80.9 in. (2055 mm) 82.2 in. (2088 mm)

C 25˚ 25˚ 25˚ 29˚

D 8.5 in. (216 mm) 8.5 in. (216 mm) 8.5 in. (216 mm) 9.7 in. (246 mm)

E 48.3 in. (1227 mm) 48.3 in. (1227 mm) 48.3 in. (1227 mm) 48.3 in. (1227 mm)

F 114.5 in. (2908 mm) 114.5 in. (2908 mm) 114.5 in. (2908 mm) 114.5 in. (2908 mm)

G 142.9 in. (3630 mm) 142.9 in. (3630 mm) 142.9 in. (3630 mm) 142.9 in. (3630 mm)

H 30˚ 30˚ 30˚ 30˚

I 95.4 in. (2423 mm) 99.1 in. (2517 mm) 99.1 in. (2517 mm) 100 in. (2540 mm)

J 122.4 in. (3109 mm) 128.8 in. (3272 mm) 128.8 in. (3272 mm) 130 in. (3303 mm)

K 21.6 in. (549 mm) 33.8 in. (859 mm) 33.8 in. (859 mm) 32.4 in. (823 mm)

L 41˚ 42˚ 42˚ 41.9˚

M 90˚ 96˚ 96˚ 96.1˚

N 74 in. (1880 mm) 74 in. (1880 mm) 74 in. (1880 mm) 74 in. (1880 mm)

O 84.2 in. (2139 mm) 84.2 in. (2139 mm) 84.2 in. (2139 mm) 84.2 in. (2139 mm)

P 60.3 in. (1532 mm) 60.3 in. (1532 mm) 60.3 in. (1532 mm) 59.3 in. (1506 mm)

Q 72 in. (1829 mm) 72 in. (1829 mm) 72 in. (1829 mm) 73.5 in. (1867 mm)

Exclusive Operator Training Kits

 • Train operators and technicians on  
  the safe operations and service  
  of Bobcat equipment.  Available  
  through your Bobcat dealer in  
  English and Spanish versions.  
 • Ten-minute safety videos 
  ideal for rental customers 
  are also available. 
 • Visit www.bobcat.com for 
  more information.

The Bobcat Standard
All-around visibility is at the design center of 
Bobcat loader cabs. Sight lines to the wheels 
increase your performance when operating 
in tight areas, such as grading next to a 
building, or backing on to a trailer. Overall 
comfort begins with the operator – more 
head, waist, leg and elbow room means less 
confi nement and less fatigue. The rear-pivot 
seat bar accommodates larger operators and 
doubles as a secondary restraint and armrest. 
This provides comfortable support and more 
precise operation of controls. Additional 
standard features include: dome light,
power port (for charging your cell phone), 
suspension seat



Loader  S220 S250 S300 S330
Rated Operating Capacity (ROC)  2200 lb. (998 kg) 2500 lb. (1134 kg) 3000 lb. (1361 kg) 3300 lb. (1497 kg)
ROC with counterweight (optional) 2300 lb. (1043 kg) 2600 lb. (1179 kg) 3100 lb. (1406 kg) —
Tipping Load 4561 lb. (2069 kg) 5811 lb. (2636 kg) 6111 lb. (2772 kg) 6720 lb. (3048 kg)
Lift Height to Bucket Pin 10 ft. 2 in. (3.1 m) 10 ft. 8 in. (3.3 m) 10 ft. 8 in. (3.3 m) 10 ft. 10 in. (3.3 m)
Lift Arm Path Radius Vertical Vertical Vertical
    
    
Operating Weight 7483 lb. (3394 kg) 7825 lb. (3549 kg) 8268 lb. (3750 kg) 9185 lb. (4166 kg)
Width (with bucket) 74 in. (1880 mm) 74 in. (1880 mm) 74 in. (1880 mm) 74 in. (1880 mm)
Cab Height 80.9 in. (2055 mm) 80.9 in. (2055 mm) 80.9 in. (2055 mm) 82.2 in. (2088 mm)
Travel Speed - Low 6.9 mph (11.1 km/hr.) 6.9 mph (11.1 km/hr.) 6.9 mph (11.1 km/hr.) 6.9 mph (11.1 km/hr.)
Travel Speed - High (optional) 12.0 mph (19.3 km/hr.) 12.0 mph (19.3 km/hr.) 12.0 mph (19.3 km/hr.) 12.0 mph (19.3 km/hr.)
    
 Tier IIl Compliant Tier IIl Compliant Tier IIl Compliant Tier IIl Compliant

Horsepower 75 75 81 85
Type Turbo Diesel Turbo Diesel Turbo Diesel Turbo Diesel
Fuel Tank Capacity 23 gal. (87 L) 23 gal. (87 L) 23 gal. (87 L) 23 gal. (87 L)
Dual Path Cooling System Std Std Std Std
Engine Shutdown Protection Feature Std Std Std Std
Bobcat SmartFAN™  Std Std Std Std
Horsepower Management •                   •  
    
    
Chain Size 120 HSOC 120 HSOC 120 HSOC 120 HSOC
Axle tubes welded to chaincase Std Std Std Std
Labyrinth Axle Seal Protection Std Std Std Std
Required Chain Adjustment Never Never Never Never
    
    
Bobcat Heavy Duty, 12 ply, 12-16.5 Std Std Std —
Bobcat Severe Duty, 12 ply, 12-16.5 Opt Opt Opt —
Bobcat Severe Duty, Poly Filled Opt Opt Opt —
Bobcat Super Float (33x15.5-16.5) Opt Opt Opt —
Bobcat Heavy Duty, 14 ply, 14x17.5 — — — Std
Bobcat Severe Duty, 14 ply, 14x17.5 — — — Opt

    
Bobcat Std (foot pedals / steering levers) Std Std Std Std
Advanced Control System (ACS) Opt Opt Opt Opt
Selectable Joystick Controls (SJC) Opt Opt Opt Opt

    
Operating Lights Std Std Std Std
Bobcat Interlock Control System (BICS) Std Std Std Std
ROPS / FOPS Approved Cab Structure Std Std Std Std
Cab with Heat & Air Conditioning Opt Opt Opt Opt
Sound Reduction Package Opt Opt Opt Opt
Suspension Seat Opt Opt Opt Std
Deluxe Instrumentation (Keyless Start) Opt Opt Opt Opt
2-Speed Travel Opt Opt Opt Std
Back-up Alarm & Horn Opt Opt Opt Opt
Ride Control Kit Opt Opt Opt Opt
Hydraulic Bucket Positioning Opt Opt Opt Opt
    
    
Bob-Tach™ Mounting System Std Std Std Std
Power Bob-Tach™  Opt Opt Opt Opt
Hydraulic Standard Flow 20.7 gpm (78 L/min.) 20.7 gpm (78 L/min.) 20.7 gpm (78 L/min.) 20.7 gpm (78 L/min.)
Hydraulic High Flow  (optional) 37.0 gpm (140 L/min.) 37.0 gpm (140 L/min.) 37.0 gpm (140 L/min.) 37.0 gpm (140 L/min.)
Hydraulic Pressure 3300 psi 3300 psi 3300 psi 3300 psi  
Pressure Release Hyd Quick Couplers Std Std Std Std
Fingertip Auxiliary Control Std Std Std Std
Attachment Control Kit Opt Opt Opt Opt
Speed Management •                 •  

Chaincase

Tires

Engine

Size and Speed

Control Options

Machine Features

Features For Attachments

NOTE — Where applicable, dimensions are in accordance with Society of Automotive Engineers (SAE) and ISO standards. Specifications and design are subject to change without notice. Pictures of Bobcat loaders may show other than standard equipment. All dimensions are given 
for loader equipped with standard tracks. All dimensions are shown in inches. Respective metric dimensions are enclosed by parentheses. Bobcat  Company complies with the requirements of ISO 9001 as registered with BSI.

Bobcat®

Large Frame 
Skid-Steer Loaders

Included with SJC option

Included with SJC option

Kn-60M-708-#13736-F

Bobcat Company
P.O. Box 6000  •  West Fargo, ND 58078

www.bobcat.com
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